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Aluminium - aluminium 

Code Diameter Bend. rad. Weight Coil VAT 0% 
 mm mm kg/m    m EURO/m 

AA040   40   60 0,29    20   12,90   
AA045   45   67 0,31    20   15,05
AA050   50   75 0,32    20   16,15 
AA055   55   83 0,34    20   17,70
AA060   60   90 0,43    20   19,00 
AA065   65   97 0,47    20   21,20 
AA070   70 105 0,50    20   22,10 
AA080   80 120 0,58    20   24,40 
AA100 100 150 0,72    20   32,40 

INOX  VENTILATION PIPE   AISI 316L 

Application :  Flexible pipe, to help installation in winding ducts 
  and narrow places.  
  For gas exhaust pipe in pleasure boats and vehicles. 
Structure :  Light weight, flexible, single layer stainless steel hose, 
  cutting with e.g. saw. 
  Stainless steel AISI 316L 
Temperature : +850ºC 
On request :  22 – 356 mm 
Bending radius : 2 – 5 x inside diameter 
Coil :  10 m
Manufacturer : Svenska Westaflex 

Code Diameter Weight VAT 0% 
 mm kg/m EURO/m 

INO025   25 0,17   24,50 
INO028   28 0,19   27,10 
INO030   30 0,20   29,55 
INO038   38 0,25    33,00 
INO045   45 0,30   37,95 
INO050    50 0,34   39,10 
INO063   63   0,42   45,15
INO070   70 0,47   49,10 
INO090   90 0,57   57,95


