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MANITOBA  STEAM HOSE 

Application :  Designed for saturated steam at max. working pressure of 8 bar. 
Tube :  Black, smooth EPDM resistant to saturated steam 
Reinforcement : High strength synthetic cord 
Cover :  Black, wrapped finish EPDM, weather and abrasion resistant. 
Temperature : -40º - +170ºC 
Branding :  Red brand + size marking: IVG-STEAM MANITOBA 170°C 338°F 
  8 ATM 120 PSI DRAIN AFTER USE  
Manufacturer : IVG 
Remarks :  For longer life time drain after use ! 
  According to ISO 6134-92 Class 1 type 1/2  

Code Diameter W.P./ Weight Coil VAT 0%  
 mm B.P. kg/m    m EURO/m 
  bar 

MAN019 19x31 8/80 0,50    40   14,80 
MAN025 25x37 8/80 0,58    40   17,35 
MAN032 32x47 8/80 0,91    40   31,70 
MAN038 38x54 8/80 1,16    40   42,45
MAN051 51x68 8/80 1,63    40   49,85 

VICTORIA  STEAM HOSE 

Application :  Designed for saturated steam at max. working pressure of 18 bar.  
Tube :  Black, smooth EPDM resistant to saturated steam 
Reinforcement : Plies of steel wire cord 
Cover :  Black/red wrapped finish EPDM, weather and abrasion resistant. 
Temperature : -40º - +210ºC , with the peaks 232ºC 
Branding :  Red brand + size marking: IVG STEAM VICTORIA 210°C 410°F 
  18 BAR 265 PSI DRAIN AFTER USE 
Manufacturer : IVG 
Remarks :  For longer life time drain after use !. 

According to ISO 6134 Class 1 type 4 and BS 5342 type 2 A  
  VICE019, VICE025 with extruded tube   

Code Diameter W.P./ Weight Coil VAT 0%  
 mm B.P. kg/m    m EURO/m 
  bar 

VIC013 13x25 18/180 0,53    40   17,05    
VIC019 19x31 18/180 0,68    40   16,00
VIC025 25x37 18/180 0,90    40   18,40 
VIC032 32x46 18/180 1,30    40   26,00 
VIC038 38x54 18/180 1,60    40   47,00 
VIC051 51x67 18/180 2,20    40   65,30 
VIC063 63x84 18/180 3,80    40 106,90 

VICE019 19x31 18/180 0,68    60   16,00
VICE025 25x37 18/180 0,90    60   18,40 


